
1' - 0"

SE
E E

LE
VA

TIO
N

ALL EXTERIOR EXPOSED
SURFACES AND EDGES
ARE PLASTIC LAMINATE
OVER 3/4" MDF INCLUDING
FLUSH OVERLAY DOOR(S)
ON CONCEALED HINGES
TYPICAL

CABINET PULLS AS
SPECIFIED

NOTE:
G.C. TO PROVIDE BLOCKING
IN STUD WALL AS REQUIRED

WHITE THERMOFUSED
MELAMINE OVER 3/4"
MDF
INTERIORS W/
ADJUSTABLE
SHELVES AND
1/4" THERMOFUSED
MELAMINE
BACK TYPICAL

1' - 0"

SE
E E

LE
VA

TIO
N

2 1
/2"

ALL EXTERIOR
EXPOSED SURFACES
AND EDGES ARE
PLASTIC LAMINATE
OVER 3/4" MDF
INCLUDING FLUSH
OVERLAY DOOR(S)
ON CONCEALED
HINGES TYPICAL

PULLS AS SPECIFIED

NOTE:
G.C. TO PROVIDE BLOCKING
IN STUD WALL AS REQUIRED

WHITE
THERMOFUSED
MELAMINE OVER
3/4" MDF INTERIORS
W/ ADJUSTABLE
SHELVES AND 1/4"
THERMOFUSED
MELAMINE BACK
TYPICAL

UNDER-CABINET LIGHT

ALL EXTERIOR EXPOSED
SURFACES AND EDGES
ARE PLASTIC LAMINATE
OVER 3/4" MDF INCLUDING
FLUSHOVERLAY DOOR(S)
ON CONCEALED HINGES
TYP.

PULLS AS
SPECIFIED

NOTE:
G.C. TO PROVIDE BLOCKING
IN STUD WALL AS REQUIRED

WHITE THERMOFUSED
MELAMINE OVER 3/4"
MDF INTERIORS W/
ADJUSTABLE SHELF AND
1/4" THERMOFUSED
MELAMINE BACK
TYPICAL

1 1
/2"

2' 
- 4

 1/
2"

4"

SE
E E

LE
V.

VA
RIE

S

SCHEDULED BASE

1' - 11 1/2"

2' - 1 1/8"
1"

3/4"

2 1/8"

SS1 COUNTER TOP
WITH COVED
BACKSPLASH AND
BULLNOSE FRONT
EDGE

ALL EXTERIOR EXPOSED
SURFACES AND EDGES
ARE PLASTIC LAMINATE
OVER 3/4" TYPICAL

NOTE:
G.C. TO PROVIDE BLOCKING
IN STUD WALL AS REQUIRED

WHITE THERMOFUSED
MELAMINE OVER 3/4"
MDF INTERIORS AND
1/4" THERMOFUSED
MELAMINE
BACK TYPICAL

SE
E E

LE
V.

VA
RIE

S

SCHEDULED BASE

1' - 11 1/2"

SE
E E

LE
VA

TIO
N

1 1
/2"

2' 
- 4

 1/
2"

4"

THREE (3 ) EQUAL
DRAWERS W/
HORIZONTAL PULL AS
SPECIFIED CENTERED
ON FACE

1"

2 1/8"

SS1 COUNTER TOP WITH
COVED BACKSPLASH
AND BULLNOSE FRONT
EDGE

EQ
EQ

EQ
1'-

0".

ADA COMPLIANT SINK
AND FAUCET, REFER TO
PLUMBING DRAWINGS

3/4" MDF WITH PL1 FACE
REMOVABLE PANEL WITH
TOUCH LATCH

SCHEDULED BASE

2' - 1 1/8"

2' 
- 1

0"

1"

1 1
/2"

5 1
/2"

8" MIN.

9"
 M

IN
.  6"

MAX.

7"

6"

9"

BACK PANEL WITH
PLASTIC LAMINATE FACE

WALL BLOCKING AS
REQUIRED

3/4"

COORDINATE
PLUMBING WITH
ANGLED FRONT PANEL
NOTE: P-TRAP MUST
BE INSTALLED HIGHER
AS REQ'D TO CLEAR
PANEL

SS1 COUNTER TOP
WITH COVED
BACKSPLASH AND
BULLNOSE FRONT
EDGE

2' 
- 3

"

SE
E E

LE
V.

VA
RIE

S

NOTE:
G.C. TO PROVIDE BLOCKING
IN STUD WALL AS REQUIRED

NORVA PLASTICS FAUCET

20 GA. SST. CLOSURE
PANEL W/ TURNED UP
EDGES.

SCHEDULED BASE

2' - 1"

2' 
- 1

0"

1"

4"

7"
2' 

- 3
"

8"

6" MAX.

9" 
MI

N.

WALL BLOCKING AS
REQUIRED

SOLID SURFACE
COUNTERTOP WITH
BULLNOSE EDGE &
INTEGRAL SINK

10 1/2" 6"

SECURE TO WALL WITH
TAMPER-PROOF SCREWS

2"

SUPPORT OPTION: TS 3x2
OR ANGLE 2 1/2"x2 1/2"
FRAME

COORDINATE PLUMBING
WITH ANGLED FRONT
PANEL
NOTE: P-TRAP MUST BE
INSTALLED HIGHER AS
REQ'D TO CLEAR PANELAS921

7C

NOTE:
G.C. TO PROVIDE BLOCKING
IN STUD WALL AS REQUIRED

AS921
7A

7B
AS921

COUNTERTOP

METAL STRAP

4"

SCHEDULED BASE

2' 
- 1

0"

1"
1' - 11 5/8"

CORBEL SUPPORT

CONTINUOUS WALL
CLEAT, TYPICAL AT
BACK AND SIDES

SS1 COUNTER
TOP WITH
COVED
BACKSPLASH
AND FULL
BULLNOSE
FRONT EDGE

LOCK - REFER TO
SPECIFICATION

NOTE:
G.C. TO PROVIDE
BLOCKING IN STUD
WALL AS REQUIRED

4"
6' 

- 9
 1/

2"

1"

3"
2' - 0"

SCHEDULED BASE

METAL STRAP

PLASTIC LAMINATE
ON ALL INTERIOR
SURFACES

ADJUSTABLE SHELVES

HINGE - REFER TO
SPECIFICATION

ALL EXTERIOR
EXPOSED SURFACES
AND EDGES ARE
PLASTIC LAMINATE
OVER 3/4" MDF
TYPICAL

5" 5"

1' 
- 0

"
3' 

- 0
"

CONTINUOUS
2X6

SOLID SURFACE TOP

ELEC/TEL/DATA
SEE ELEVATIONS

BASE AS SCHEDULED

2' 
- 6

"

TUBE SUPPORT

PL1 ON 3/4" CORE
MATERIAL

1 1
/2"

4"

SCHEDULED BASE
ON 1/4" TEMPERED
HARDBOARD

7" 2' - 6"

2 1/2"

18"x24" ACCESS PANELS
- SEE ELEVATIONS

SAFETY GLASS PANEL
WHERE SHOWN

AS921
22

2 1/2"

4"

SCHEDULED
BASE ON 1/4"
TEMPERED
HARDBOARD

PL1 ON 3/4"
CORE MATERIAL

CONTINUOUS
WOOD BLOCKING

SS1 CAP (ALIGN WITH
TRANSACTION SHELF)

5" 5"

1' 
- 0

"
3' 

- 0
"

REINFORCE WALL AT
2'-0" O.C. MAX. WITH
2-1/2"x2-1/2"x1/8" STEEL
ANGLES WELDED TO
FLOOR PLATE AND
ANCHORED TO WALL
FRAMING

CONTINUOUS
1/4"x2-1/2" STEEL
PLATE BOLTED TO
FLOOR AT 2'-0" O.C.

SAFETY GLASS
PANEL

2"HIGH SS1 APRON

7"
AS921
22

3' 
- 6

"

2x6 CONT.
TOP PLATE

SOLID SURFACE TOP

ELEC/TEL/DATA
SEE ELEVATIONS

BASE AS
SCHEDULED

2' 
- 6

"

PLAM ON 3/4"
CORE MATERIAL,
BOTH SIDES

1 1
/2"

1 1
/2"

4"

VINYL BASE

1 1/2" 7" 3 1/2"
2' - 0"

2 1/2"

SOLID SURFACE
COUNTERTOP WITH
BULLNOSE FRONT
EDGE, SEE ENLARGED
PLAN FOR LOCATION

ALL EXTERIOR
EXPOSED SURFACES
AND EDGES ARE
PLASTIC LAMINATE
OVER 3/4" MDF
INCLUDING FLUSH
OVERLAY DOOR(S) ON
CONCEALED HINGES
TYPICAL

NOTE:
G.C. TO PROVIDE BLOCKING
IN STUD WALL AS REQUIRED

WHITE THERMOFUSED
MELAMINE OVER 3/4"
MDF INTERIORS AND
1/4" THERMOFUSED
MELAMINE BACK
TYPICAL

SCHEDULED BASE

1' - 11 1/2"

2' - 1 1/8"

2' 
- 1

0"

2' 
- 4

 1/
2"

4"

PULL AS SPECIFIED

1"

SE
E E

LE
V.

VA
RIE

S

WASTE BIN
     N.I.C.

1 1
/2"

3/4"

2 1/8"

SS1 COUNTER TOP
WITH COVED
BACKSPLASH AND
BULLNOSE FRONT
EDGE8"

NOTE:
G.C. TO PROVIDE
BLOCKING IN STUD
WALL AS REQUIRED

METAL STRAP

PLASTIC LAMINATE
ON ALL INTERIOR
SURFACES

ALL EXTERIOR
EXPOSED SURFACES
AND EDGES ARE
PLASTIC LAMINATE
OVER 3/4" MDF
TYPICAL

4"
1' 

- 8
"

1' 
- 0

"

SCHEDULED BASE

PULLS AS SPECIFIED

1' - 6"

3 0
°

SLOPED PLAM TOP

1' 
- 0

"
1' 

- 0
"

1' 
- 0

"

6' 
- 3

"

SCHEDULED BASE

3/4" SOLID SURFACE SEAT
WITH RADIUS EDGE ON 3/4"
CORE MATERIAL

PL1 ON 3/4" CORE MATERIAL

FR TREATED 2 X 3 WOOD
BLOCKING W/ 2 X 4 BLOCKING
ABOVE

SUPPORT BACK OF
SEAT WITH FR
TREATED 2 X 4'S AT
EACH END

2"

1 1/2"

2" HIGH SS1 APRON

1/4
"

SOLID SURFACE CAP, VERTICAL
EDGES TO ALIGN WITH FACE OF
PARTITION

CONTINUOUS PICK-PROOF
SEALANT, BOTH SIDES

4"

1' 
- 6

"

SCHEDULED BASE

3/4" SOLID SURFACE
SEAT WITH RADIUS
EDGE ON 3/4" CORE
MATERIAL

PL1 ON 3/4" CORE
MATERIAL

1' 
- 4

"

1/2" SOLID SURFACE

3/4"

1' - 6"

1 1
/2"

4"

21
AS921

AS921

20

GLASS TO
BE FLUSH
WITH FRAME

4  1 /4 "

4  1 /4 " LIGHTS
ABOVE

21
AS921

2' 
- 4

"
4' 

- 1
0"

3' - 10"

LOCKABLE
BASE
CABINETS,
PLAM

EQ EQ
1/4" THICK
TEMPERED
GLASS DOOR
(FRAMELESS)

CAM LOCK EACH
SIDE. NOTCH
PLAM TOP TO
ACCEPT CAM
LOCK BAR.

HINGE COVER
CAPS

1 1
/2"

2' 
- 4

"
4' 

- 1
0"

10 1/2" 1' - 0 1/2"

PLAM
COUNTERTOP

LIGHT - SEE
ELECTRICAL

TACK
SURFACE

FULL
CRANKED
HINGES (3)

ADJUSTABLE
SHELF

4"

3/4
"

3/4
"

2

2 2

SEGMENTED
GLAZING
CHANNEL

1 1/2" 1 1/2"

4 5/8"
1/4"

SEALANT,
BOTH SIDES

1/4" SAFETY
GLASS
PANEL

2" HIGH SS1 APRON
2 6

2

TAMPER-PROOF
SCREWS

FULL-HEMMED EDGE

1"

PARTITION AS
SCHEDULED

2"

1 1
/2"

FULL HEMMED
EDGE

TAMPER-PROOF
SCREWS AT 12" O.C.

1/2
"

3/4"
PLYWOOD

PARTITION AS
SCHEDULED

1"

STAINLESS
STEEL
CLOSURE, TURN
UP EDGE 1"

1/8" +/-

PICK-PROOF
SEALANT

FOR BASE
CABINET SEE
DETAIL
4/AS921

ROUTE VERTICALS AT
2" O.C. TO
ACCOMODATE 1/4"
THICK ADJUSTABLE
PLEXI SHELVES - SEE
16A/AS921 FOR
SHELF PLAN AND
DIMENSIONS

PLAM ON 3/4"
CORE MATERIAL

30°

PLAM SLOPED TOP

1' - 1"

3' 
- 0

"

1' 
- 0

"

1' - 0"

1 1
/2"

R 2 "

EQ EQ

1/4
"

3/4" SOLID
SURFACE CAP,
VERTICAL EDGES
TO ALIGN WITH
FACE OF
PARTITION

4"
2' 

- 8
"

1' 
- 0

"

7"

SAFETY GLASS
PANEL

SEE 10/AS921 FOR
ADDITIONAL NOTES

EQ EQ

CONTINUOUS PICK-
PROOF SEALANT,
BOTH SIDES

DASHED LINES
INDICATE COUNTER
AND BENCH, SEE
PLAN FOR LOCATION

NOTE:
G.C. TO PROVIDE
BLOCKING IN STUD
WALL AS REQUIRED

METAL STRAP

PLASTIC LAMINATE
ON ALL INTERIOR
SURFACES

ALL EXTERIOR
EXPOSED SURFACES
AND EDGES ARE
PLASTIC LAMINATE
OVER 3/4" MDF
TYPICAL

SCHEDULED BASE

1 5
°

SLOPED PLAM TOP

6' 
- 1

"

1 1
/2"

1' 
- 0

"

1 1
/2"

1' 
- 0

"

1 1
/2"

1' 
- 0

"

1 1
/2"

1' 
- 0

"

1 1
/2"

1' 
- 0

"

1 1
/2"

4"

2' - 6"

BINS, B/O

ALL DOORS TO BE
LOCKABLE

ALL EXTERIOR EXPOSED
SURFACES AND EDGES
ARE PHENOLIC RESIN
INCLUDING  FLUSH
OVERLAY DOOR(S) ON
CONCEALED HINGES TYP.

PULLS AS
SPECIFIED

1 1
/2"

2' 
- 4

 1/
2"

4"

1"

2 1/8"

SS1 COUNTER TOP
WITH COVED
BACKSPLASH AND
BULLNOSE FRONT
EDGE

2' - 0"1"

2 1/8"

FIXED FLUSH
PANEL

PHENOLIC RESIN
PANELS

SCHLUTER
RONDEC 6MM TRIM
PIECE

2' 
- 6

"
1 1

/2"

(VARIES WITH CURVE)
2' - 7" AT WIDEST POINT

4"

VINYL BASE

PLAM ON 3/4"
CORE MATERIAL,
BOTH SIDES

2x6 CONT. TOP
PLATE

SOLID SURFACE TOP

BASE AS
SCHEDULED

TUBE SUPPORT

7"

2 1/2"

4"
1' 

- 2
"

1/8" GAP WITH
CONTINUOUS SEALANT,
FULL DEPTH

4" 16 GA. STUDS AT 8"
O.C., PAINT STUDS WITH
EPOXY PAINT, SECURE
TO CMU

4" HIGH SOLID CMU

GM-4

1/2" SS1 - GLUE TO
PLYWOOD. PROVIDE (6)
RECESSED ANCHORS.
FILL VOIDS WITH
SEALANT.

1/2" MARINE GRADE
PLYWOOD, SECURE TO
STUDS.

AS920
1A

SIM.

VARIES
1' - 3" MIN.
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AS921

LONG TERM / INTERMEDIATE PSYCHIATRIC
UNIT

12/
16/

201
1

 1" = 1'-0"
UPPER CABINET - TWO ADJ. SHELVES

1  1" = 1'-0"
UPPER CABINET - WITH LIGHT

2  1" = 1'-0"
BASE CABINET W/ DOOR

3  1" = 1'-0"
BASE CABINET W/ DRAWERS

4

 1" = 1'-0"
ADA COMPLIANT SINK SECTION

6  1" = 1'-0"

ADA COMPLIANT SINK SECTION -
PATIENT RM

7

 1" = 1'-0"
SEC. AT WORK COUNTER W/ SUPPORT

8

 1" = 1'-0"
UTILITY CABINET SECTION

17

 1" = 1'-0"
NURSE STATION - COUNTER SECTION

9  1" = 1'-0"
NURSE STATION - WALL SECTION

10

 1" = 1'-0"

RECEP. DESK - TRANSACTION COUNTER
SECTION

12

 1" = 1'-0"
BASE CABINET AT WASTE BIN

5

 1" = 1'-0"

NURSE STATION - PATIENT LOCKERS
SECTION

18

 1" = 1'-0"
NURSE STATION BENCH

14

 1" = 1'-0"
INTAKE BENCH

15

 1/2" = 1'-0"
INFORMATION KIOSK AT BUILDING 111

23

 1/2" = 1'-0"
INFORMATION KIOSK

20  1/2" = 1'-0"
INFORMATION KIOSK SECTION

21

 3" = 1'-0"

NURSE STATION - COUNTERTOP AT
RESIN PANEL

22

 6" = 1'-0"

SINK CLOSURE SECTION AT BASE -
PATIENT RM

7C 6" = 1'-0"

SINK CLOSURE SECTION AT COUNTER -
PATIENT RM

7A  6" = 1'-0"

SINK CLOSURE SECTION AT WALL -
PATIENT RM

7B

 1" = 1'-0"
SECTION AT MAIL SLOTS

16  1 1/2" = 1'-0"
MAIL SLOT SHELF PLAN

16A

 1" = 1'-0"
NURSE STATION - WALL SECTION

11

 1" = 1'-0"
PATIENT BELONGING CUBBIES SECTION

19  1" = 1'-0"
CASEWORK AT DINING AREA

25

 1 1/2" = 1'-0"
TRIM EDGE DETAIL

26 NOT TO SCALE

 1" = 1'-0"
RECEP. DESK - COUNTER SECTION

13

No REVISION DATE

 1" = 1'-0"
BENCH - PATIENT SHOWER

27

24/AS921

NOT USED


